
• OUT 1 is factory adjusted as nor-
mally open contact. Via the jumper 
JP1, the output can be converted 
into a normally closed contact.

• OUT 2 is factory adjusted as nor-
mally open contact.

• PoE (“Power over Ethernet”):  
IEEE 802.3af standard. 
Power consumption of the  
terminal device: Class 0.

NOTE
The loudspeaker is a hybrid product and can be booted as IoIP device or SIP device. Per factory 
 default, the boot mode of the module is “SIP”. The boot mode can be changed to “IoIP” using the 
configurationsoftwareIPStationConfig(min.Version4.0.5).

Extent of supply
• IP cabinet loudspeaker
• Mounting bracket
• Deviceidentificationdocument
• Short reference

First connection (SIP)
The IP address is assigned using a DHCP server. If DHCP is not available in the network, the fallback IP 
address “192.168.1.200” will be used. The web interface can be accessed via a web browser using the 
URL “http://<IP address>”. 
Login 
User name: admin
Password: commend

Connection diagram
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AFLS 10H SC W
Network compatible IP cabinet loudspeaker.

ATTENTION
The spring clamp terminal will be 
damaged when inserting a screw-
driver into the cable opening.

Dimensions
Measuring units in mm (in), not to scale!
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Locking the mounting bracket

230
(9.06)

140
(5.51)

48
(1.89)

25
(0.98)

M3.5

30
(1

.1
8)

15
 (0

.5
9)

3 
(0

.1
2)

7
(0.28)



Type: D-BZ-AFLS10SCW, Version: 1.2/1124 Commend International GmbH, Saalachstraße 51, A-5020 Salzburg – www.commend.com

Observe the precautions for handling of electrostatic sensitive devices.

Handling
Use the original packaging when transporting the device to prevent damage.

Disposal and recycling
This device must not be disposed of together with household waste or commercial waste. 
In the EU: The directive 2012/19/EU applies (Waste from Electrical and Electronic Equipment, 
WEEE).Worldwide:Thecountry-specificregulationsfordisposalapply.

Manufacturer’s reference
CE–Thisdevicecomplieswiththedirectiveslistedbelowbyfulfillingcorrespondingstandards:
• Electromagneticcompatibility(directive2014/30/EU)
• The restriction of the use of certain hazardous substances in electrical and  electronic 
equipment(directive2011/65/EU)

FCC – CAN ICES-3 (A)/NMB-3(A); for the FCC Rules, see “Safety instructions”.
Contact Commend USA: Commend Inc, 63 Ramapo Valley Road, Suite 201,  
Mahwah,NJ07430(NewYorkArea), www.commendusa.com
Fortechnicalspecifications,seetherespectivedata sheet. 
For the latest software and documentation, visit: www.commend.com
Keep this description in safe custody.

Safety instructions
• This device is intended to be mounted, handled and used by skilled persons only.
• Install or store this device out of the reach of children and do not allow persons unfamiliar with the 

device and these instructions to handle and operate the device.
• When opening the device, ESD precautions must be observed.
• Disconnect the Ethernet connector for any maintenance of the device.
• Before using the device, ensure all cables are connected correctly and not damaged.
• Donotmakeanymodificationstothedeviceanddonotopenthehousing.
• Devices belonging to another earthing network must not be connected to the device’s connectors.
• The device and connectors are subject to possible high transient voltage surges. The device is in-

tended for appropriate installation to be mounted internally in locations where uninsulated conduc-
tors are not accessible to the operator.

• AllconnectedcircuitsshallfulfiltherequirementsforSafetyExtraLowVoltage(SELV)andLimited
PowerSource(LPS)accordingtoIEC/EN60950-1andtherequirementsforES1,PS2circuitsand
AnnexQ(LimitedPowerSource)asperIEC/EN/UL62368-1.

• Allchangesormodificationsnotexpresslyapprovedbythepartyresponsibleforcompliancecould
void the user’s authority to operate the equipment.

• ThisisaClassAproduct(standardEN55032).Inadomesticenvironmentthisproductmaycause
radio interference in which case the user may be required to take adequate measures.

• This equipment has been tested and found to comply with the limits for a Class A digital device, 
pursuanttopart15oftheFCCrules.Theselimitsaredesignedtoprovidereasonableprotection
against harmful interference when the equipment is operated in a commercial environment.  This 
equipment generates, uses and can radiate radio frequency energy and, if not installed and used in 
accordance with the instruction manual, may cause harmful interference to radio communications. 
Operation of this equipment in a residential area is likely to cause harmful interference in which 
casetheuserwillberequiredtocorrecttheinterferenceathisownexpense.

Mounting instructions
• Do not install the device on unstable walls or on surfaces which cannot support the device’s weight.
• When using dowels, make sure to clean the wall holes properly after drilling. 
• The device shall only be used indoors.
• Do not place the device in areas where it may become wet or damp, and avoid dusty, humid and 

high temperature environments. 
• The Ethernet cable shall only be connected to an inside network environment where over-voltage 

transients are not likely.
• Use shielded Ethernet cables only.
• Observethecountryspecificstandardsforinstallation,mountingandconfiguration.
• The required tightening torque for the two adjusting screws is 0.3 Nm.

Send feedback
We are constantly striving to make our products even better. Follow the link to 
the Commend feedback form and let us know what you think.



AFLS 10H SC W
Netzwerkfähiger IP-Aufbau-Lautsprecher.

Anschlussdiagramm

Erste Verbindung (SIP)
Die IP-Adresse wird direkt von einem DHCP-Server vergeben. Wenn sich im Netzwerk kein DHCP- 
Serverbefindet,wirddieFallback-IP-Adresse„192.168.1.200“verwendet.DasWebinterfacekann
mittelsWebbrowserundderURL„http://<IP-Adresse>“aufgerufenwerden.
Login 
Benutzername: admin
Passwort: commend

HINWEIS
Der Lautsprecher ist ein Hybrid-Produkt und kann als IoIP- oder SIP-Gerät gebootet werden. Der Boot-
ModusimAuslieferungszustandist„SIP“.DerBoot-ModuskannüberdieKonfigurationssoftware
IPStationConfig(min.Version4.0.5)auf„IoIP“umgestelltwerden.

MIC–

0 MIC+

O
U

T
1

T
G

N
D

IN
2

O
U

T
2

X

IN
1

LS+
LS–

JP1

RJ45-Buchse
(Ethernet/PoE)

• OUT1 ist standardmäßig als 
Schließerausgeführt.DerAusgang
kannüberdenJumperJP1zum
Öffner konvertiert werden.

• OUT 2 ist standardmäßig als 
Schließerausgeführt.

• PoE („PoweroverEthernet“): 
IEEE 802.3af Standard.  
Leistungsaufnahme des  
Endgerätes: Klasse 0

Abmessungen
Maße in mm, kein Maßstab!
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ACHTUNG
Die Federzugklemme wird durch 
EinführeneinesSchraubendrehersin
die Kabelöffnung beschädigt.
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Arretieren des Haltebügels

Lieferumfang
• IP-Aufbau-Lautsprecher
• Montagewinkel
• DeviceIdentificationDocument
• Beipackzettel
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Beachten Sie die Vorsichtsmaßnahmen bei der Handhabung elektrostatisch gefährdeter 
 Bauelemente.

Handhabung
VerwendenSiefürdenTransportdesGerätsdieOriginalverpackung,umBeschädigungenzuvermeiden.

Abfallbeseitigung und Recycling
DiesesGerätdarfnichtgemeinsammitherkömmlichemHausmülloderGewerbemüll
entsorgt werden. In der EU: Es gilt die Richtlinie 2012/19/EU (Elektro- und Elektronik-Altgeräte, 
WEEE).Weltweit:EsgeltendieländerspezifischenRegelungenzurEntsorgung.

Hinweis des Herstellers
CE–DiesesGerätentsprichtdurchdieErfüllungentsprechenderStandardsfolgendenRichtlinien:
• ElektromagnetischeVerträglichkeit(Richtlinie2014/30/EU)
• Beschränkung der Verwendung bestimmter gefährlicher Stoffe in Elektro- und 
Elektronikgeräten(Richtlinie2011/65/EU)

TechnischeSpezifikationensindimentsprechendenDatenblattzufinden.
DieaktuellsteSoftwareundDokumentationfindenSieunter:www.commend.com
Bewahren Sie diese Beschreibung sorgfältig auf.

Sicherheitshinweise
• DiesesGerätistnurfürdieMontage,HandhabungundBenutzungvongeschultenPersonen

vorgesehen.
• Installieren oder lagern Sie dieses Gerät außerhalb der Reichweite von Kindern und erlauben Sie 

keinen Personen, die nicht mit dem Gerät oder dessen Anweisungen vertraut sind, den Umgang mit 
dem Gerät.

• Vor dem Öffnen des Geräts sind ESD-Schutzmaßnahmen zu ergreifen.
• TrennenSiedasEthernet-Kabel,bevorSieWartungsarbeitenamGerätdurchführen.
• Stellen Sie vor der Verwendung des Geräts sicher, dass alle Kabel korrekt angeschlossen und 

 unbeschädigt sind.
• Nehmen Sie keine Veränderungen am Gerät vor und öffnen Sie nicht das Gehäuse.
• Geräte,diezueinemanderenErdungsnetzwerkgehören,dürfennichtandasGerätangeschlossen

werden.
• AmGerätundseinenAnschlüssenkönnenhohevorübergehendeStoßspannungenauftreten.Das
GerätistfürdiesachgemäßeAnbringungingeschlossenenGehäusenvorgesehen,indenennicht
isolierte,stromführendeTeiledemBedienerunzugänglichsind.

• AlleangeschlossenenStromkreisemüssendieAnforderungenfürSicherheitskleinspannung(SELV)
undleistungsbegrenzteStromversorgung(LPS)nachIEC/EN60950-1sowiedieAnforderungenfür
ES1-,PS2-StromkreiseundAnhangQ(leistungsbegrenzteStromversorgung)gemäßIEC/EN/UL
62368-1erfüllen.

• AlleÄnderungenundModifikationen,dievonderfürdieKonformitätverantwortlichenParteinicht
ausdrücklichgenehmigtwurden,könnendieBefugnisdesBenutzers,dasGerätzubetreiben,
 aufheben.

• DiesisteinProduktderKlasseA(ProduktnormEN55032).BeiBetriebinWohnumgebungenkannes
zuFunkstörungenführen,gegendiederAnwendergeeigneteAbhilfemaßnahmentreffenmuss.

Montagehinweise
• MontierenSiedasGerätnichtaufinstabilenWändenoderaufOberflächen,diedasGewichtdes

Geräts nicht tragen können.
• BeiDübelmontagemussdasBohrlochnachdemBohrvorganggutgereinigtwerden.
• Das Gerät darf nur im Innenbereich betrieben werden. 
• Stellen Sie das Gerät nie an Orten auf, an denen es nass oder feucht sein kann. Vermeiden Sie 

außerdem Standorte mit Staubbildung, hoher Luftfeuchtigkeit oder hoher Umgebungstemperatur.
• Das Ethernet-Kabel darf nur innerhalb einer Netzwerkumgebung angeschlossen werden, in der 

Spannungsspitzen unwahrscheinlich sind.
• Verwenden Sie nur geschirmte Ethernet-Kabel.
• BerücksichtigenSiebeiderInstallation,MontageundKonfigurationdiejeweiligenländerspezifischen

Normen. 
• DasAnziehdrehmomentfürdiezweiStellschraubenbeträgt0,3Nm.

Feedback senden
Wirbemühenuns,unsereProduktenochbesserzumachen.FolgenSiedem
Link zum Commend-Feedback-Formular und lassen Sie uns wissen, was Sie 
denken.


